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PRE-ENGINEERED COMPACT SOLUTION FOR DUPLEX SUBMERSIBLE LIFT STATIONS

An above-grade, lightweight aluminum construction station with piping, 

valves, and controls. Designed for all 2, 3, or 4-inch submersible grinder 

pump applications, new or retro�t. The station arrives complete for pairing 

with your supplied pumps for mounting on new or existing �berglass or 

concrete wet wells. The wide doors provide easy access to the piping, valves, 

and controls. Simply mount the TopVault on the wet well, connect the main 

power and wet well piping, then it’s ready to go.
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• Web Station

OPTIONS

• Duplex submersible or grinder pump station

• Lightweight aluminum modular construction

• Aluminum wet well access doors for pump removal

• Removable �berglass enclosure with access doors for 

controls & valves

• USEMCO NEMA 1 fully-featured UL 698A control panel with 

intrinsically safe extensions

• Pre-engineered

• Compact

• Manufactured eco-friendly with a small carbon footprint

STANDARD FEATURES

• 2”, 3”, or 4”  pipe & valve sizes

• 4’, 5’, or 6’ wet well diameters

• (4” piping in 5’ and 6’ diameters wet well only)

• 300 PSF rated

• Automatic heat & exhaust 

• Insulated R7 enclosure

• Submersible transducer with backup �oats

• Single to 3 phase conversion up to 34 FLA maximum

• VFD phase conversion up to 28 FLA 

• SENTRY Lite touchscreen controller

• Seal/fail relays available for most pump manufacturers

SPECIFICATIONS

A prefabricated station speci�cally designed with lightweight 

materials for mounting on �berglass wet wells with grinder 

pumps utilizing smaller piping. No need to pour a concrete base 

for support. The aluminum base incorporates a ring that �ts 

the inside diameter of the wet well. The TopVault is a compact, 

above-grade, wet well-mounted valve and control station. 

The lightweight one-piece design allows for fast and easy 

installation without compromising quality and durability. The 

piping, valves, and USEMCO NEMA 1 control panel are housed 

in a one-piece �berglass enclosure with hinged door access.

With a modular design, USEMCO is able to assemble & deliver 

the station with short lead times & economically competitive 

pricing.


